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EQUIPMENT GROUNDING

FLAT WASHER (TYP.)

STAINLESS STEEL

CONDUCTOR

EQUIPMENT GROUNDING

FINISHED GRADE

1/4-20 THREAD BOLT (TYP.)
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GROUNDING CONNECTION ~
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NOTES

3" STEEL PIPE (SCHEDULE 40)

PEDESTRIAN PUSHBUTTON POST ~

GLUE PVC STUBOUT)

WITH TOP OF FOUNDATION (DO NOT 

CONDUIT COUPLING ~ INSTALL FLUSH
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PUSHBUTTON POST (PPB)
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18" (IN) MAXIMUM

10" (IN) OR LESS DESIRABLE ~

CONDUIT

ELECTRICAL

1" (IN) DIAMETER

BOLT CIRCLE

6" (IN) DIAMETER

HOLE (TYP.)

5/8" (IN) DIAMETER

HOLE (TYP.)

5/8" (IN) DIAMETER

HOLE

1 1/2" (IN) DIAMETER

PLATE

1/4" (IN) STEELBOLT CIRCLE

6" (IN) DIAMETER

3" (IN) PIPE CAP

HOLE

5/8" (IN) DIAMETER

(SCHEDULE 40)

3" (IN) STEEL PIPE 

(1/2" (IN) MINIMUM WELD)

MAXIMUM EXTENT POSSIBLE 

WELD STUD TO POLE WALL TO

3/4" (IN) CHAMFER (TYP.)

THREADED STUD

STAINLESS STEEL 

1/4" (IN) × 1 1/4" (IN) LONG

DRAIN TUBE

3/8" (IN)

STEEL PLATE

1/2" (IN) 

HOLE

DIAMETER

3 9/16" (IN) 

STEEL HEX NUTS 

THREE 1/4" (IN) STAINLESS

GRADE

FINISHED

RECOMMENDED CRIMPER

WITH A MANUFACTURER'S

CRIMP-ON CONNECTOR ~ CRIMPED

CONDUCTOR AND FULL CIRCLE

EQUIPMENT GROUNDING

JOINT FILLER

PREMOLDED

NUT OR 5/8" (IN) MAXIMUM (TYP.)

OF TWO THREADS ABOVE TOP OF

REQ'D. PER ANCHOR BOLT ~ MIN.

WITH FLAT WASHER, TWO EACH

1/2" (IN) DIAMETER STEEL HEAVY HEX NUT,

BASE PLATE ASSEMBLY ~

PER ANCHOR BOLT

FLAT WASHERS ~ FOUR REQUIRED 

   

FOUR REQUIRED PER ANCHOR BOLT

1/2" (IN) DIAMETER STEEL HEAVY HEX NUTS ~ 

                           

                     FOUR REQUIRED PER ASSEMBLY 

1/2" (IN) × 18" (IN) FULL THREAD  ANCHOR BOLT ~

                   

ANCHOR BOLT TEMPLATE ~ TWO REQUIRED

                             

ANCHOR BOLT TEMPLATE ASSEMBLY 
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3" (IN) PIPE CAP

4.

STANDARD PLAN J-20.10-04
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2" (IN) LONG PVC STUBOUT
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 STANDARD

PLUMBING

INSTALL AFTER

GROUT PAD ~

CONDUIT

1" (IN) DIAMETER ELECTRICAL

Standard Plan J-20.26

Two button installation may require adaptor(s).

   

Junction Box serving the Standard shall preferably be located 5' - 0" (10' - 0" Max.) from the Standard.

                

Mounting distances vary between manufacturers. See manufacturers recommendations for mounting information.

                 

height to accommodate plaque and leave a 2" (in) space between signs.

CROSSING TIME" above the Accessible Pedestrian Signal (APS) assembly. Add 14" (in) to post 

Where shown in the plans, install plaque (R10-32P) "PUSH BUTTON FOR 2 SECONDS FOR EXTRA 

  

 for Accessible Pedestrian Pushbutton details.See 
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